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WTC SAMPLING REQUIRMENTS

Compound Task Frequency Sample Type | Per Area Method
Lead Torch 1 per shift Full shift- Each(4) NIOSH 7300
cutting TWA
Asbestos (a) torch 1 per shift 8 hour TWA | Each (4) NIOSH 7400
cutting with TEM
(b) rubble confirmation
removal i
Crystalline Rubble 1 per shift 8 hour TWA | Each (4) ' XRD 7500
silica removal (respirable) "
Aromatic Rubble 2 per week 8 hour Each (4) NIOSH 1501
hydrocarbon | removal
BTEX Operators 2 per week 8 hour Each (4) NIOSH 1500
Diesel Truck 1 per week 8 hour Each (4) NIOSH 5040
exhaust drivers -
Carbon (a) torch 1 per shift (a)Peak Each (4) DRI with
Monoxide cutting (c) Range data record
(b) truck (c) Avg.
drivers
PAHs Rubble 2 per week Compound Each (4) GC/MS
removal identification
Formaldehy | Rubble 1 per week 8 hour Each (4) NIOSH 3500
de removal
Asbestos Break area 2 per week 8 hour 2 per week TEM
Crystalline Break area 2 per week 8 hour :Total | 1 per week XRD 7500
Silica and
respirable
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